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Abstract—Extraordinary transmission and other interesting
related phenomena for 1-D periodic arrays of slits (compound
diffraction gratings) have recently been the object of intense
research in the optics and solid state physics communities. This
case should be differentiated from the extraordinary transmis-
sion through arrays of small apertures on metal screens since
small holes only support below-cutoff modes, whereas slits can
also support transverse electromagnetic modes without cutoff
frequency. In this paper, an equivalent-circuit approach is pro-
posed to account for the most relevant details of the behavior of
slit-based periodic structures: extraordinary transmission peaks,
Fabry–Pérot resonances, and transmission dips observed in com-
pound structures. The proposed equivalent-circuit model, based
on well-established concepts of waveguide and circuit theory,
provides a simple and accurate description of the phenomenon
that is appropriate for educational purposes, as well as for the
design of potential devices based on the behavior of the structures
under study.
Index Terms—Extraordinary transmission, diffraction gratings,
impedance matching, surface plasmon polaritons (SPPs).
I. INTRODUCTION
T HE theoretical and experimental study of extraordinaryoptical transmission through periodic arrays of electri-
cally small apertures in a metal screen has been a very pop-
ular research topic since the phenomenon was first reported ten
years ago [1]. The reader can find accurate descriptions of the
phenomenon and the state of the art of the research on it in a
couple of good and relatively recent review papers [2], [3]. En-
hanced transmission has also been reported for 2-D quasi-peri-
odic distributions of subwavelength apertures [4]. Another rel-
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evant situation corresponds to enhanced transmission through
single apertures around which the surface of the screen is peri-
odically structured with corrugations (see, e.g., [5]–[8] or [3]).
Transmission through holes that are not electrically small has
also been object of attention ([3], [9], and [10] among many
others), but this case is closer to the study of the frequency-de-
pendent radar cross section of objects whose size is on the order
of the wavelength [11], [12].
The original experiments [1] and most of the published liter-
ature [2], [3] deal with the transmission through 2-D arrays of
small holes. Surface plasmon polaritons (SPPs) excited on the
periodically structured surface of the metal screen can explain
the transmission peaks observed in the experiments. SPP-Bloch
waves of this type—also called spoof plasmons, as those the-
oretically studied in [13] and [14] and experimentally demon-
strated in [15] and [16]—would explain the phenomenon both at
optical and microwave/millimeter-wave [17] frequencies (note
that metals behave as plasmas at optical frequencies, but rather
as perfect conductors at microwave frequencies). Surface waves
supported by periodically structured surfaces (mostly in the 1-D
case) are well known in the microwave field theory discipline
[18], and they have also been studied in depth in the optical
regime [19]. Although the explanation of extraordinary trans-
mission in terms of the excitation of surface waves at both sides
of the perforated screen gives an adequate account of the phe-
nomenon, some alternative theories suggest that this approach
could be incomplete [20]–[22]. Parallel to this controversy, a
different point of view has recently been proposed by some of
the authors of this paper. In this new approach, an equivalent-cir-
cuit model based on the concept of perfect impedance matching
explains all the details of the observed/calculated transmission
spectra in the case of 2-D arrays of holes [23], [24] with a high
degree of accuracy for typical geometries reported in the liter-
ature. This model is based on standard concepts of waveguide
theory and gives many easily-derived qualitative and quantita-
tive predictions about the behavior of perforated screens. More-
over, the model predicts extraordinary transmission in some sys-
tems where surface plasmons and periodicity are absent [24].
Simple equivalent circuits account for the essential details of
transmission spectra on the basis of a central idea: impedance
matching is required for perfect or almost perfect transmission
and this is possible in different structures thanks to the fre-
quency-dependent behavior of the electrical parameters of the
higher order TM modes. A similar point of view has been inde-
pendently developed by Gordon et al. [25], [26] (for infinitesi-
mally thin screens and without circuit model). Another approach
that is close to the classical theory of waveguides and resonators,
as well as frequency-selective surfaces can be found in an excel-
lent paper by Kirilenko and Perov [27], which was preceded by
0018-9480/$26.00 © 2009 IEEE
Authorized licensed use limited to: Universidad de Sevilla. Downloaded on June 09,2020 at 14:49:42 UTC from IEEE Xplore.  Restrictions apply. 
106 IEEE TRANSACTIONS ON MICROWAVE THEORY AND TECHNIQUES, VOL. 58, NO. 1, JANUARY 2010
[28]. The set of papers [24], [25], [27] defines a different par-
adigm (based on the concept of impedance matching) for the
explanation of extraordinary transmission that avoids the pos-
sible controversies associated with SPP Bloch-like theories.
However, the topic of this paper is not transmission through
2-D periodic structures, but through 1-D diffraction gratings. It
is worth to mention that some of the first theoretical explanations
of extraordinary transmission considered a simplified situation
where the 2-D array of circular holes was substituted by a 1-D
array of infinitely long slits [30]. The results reported in [30]
and subsequent papers [20], [31] show that large transmission
peaks occur at wavelengths close to the period of the 1-D pe-
riodic grating provided the screen was not infinitesimally thin.
In contrast to 2-D structures, the transmission peak disappears
as the screen thickness of the slit-based structure tends to zero.
A single isolated peak is also predicted for 1-D nonzero thick-
ness gratings instead of the couple of closely spaced peaks ob-
tained for 2-D arrays of holes in thick screens [2]. Nevertheless,
what is radically different from the 2-D case is the existence
of Fabry–Pérot-like resonances in the case of electrically thick
screens (around half-wavelength or more) [31], [32]. These res-
onances are not related to the periodicity, but to the thickness of
the screen. They are absent in 2-D arrays of small holes (thick
screen case) because the modes inside the holes are evanescent.
However, propagating TEM waves are always present inside the
slits. Hence, Fabry–Pérot-like resonances are possible even for
a single slit, a rather expected fact that has been studied again
in the frame of extraordinary transmission research [33]–[35].
In addition to the appearance of Fabry–Pérot resonances, an-
other interesting phenomenon arises when compound gratings
(slits systems with several slits per period) are analyzed. In this
case, phase resonances have been theoretically predicted [32],
[36], [37] and experimentally observed [38]–[40]. These reso-
nances give place to very narrow transmission zeros (dips) allo-
cated near the center of relatively wide Fabry–Pérot transmis-
sion bands (making the structures behave as highly selective
notch filters). It has been brought to the authors’ attention [41]
that the physics of electrically thin and thick 1-D gratings was
already dealt with by former Soviet Union scientists [42]–[44]
in the 1960s/1970s and that the published results covered the
essential contributions reported in the most recent Western lit-
erature on the topic.
It is our purpose in this paper to adapt the analysis method
and concepts introduced in [24] (and, to a some extent, in [25]
and [27]) to account for the above-mentioned transmission
phenomena of 1-D simple/compound gratings. A first attempt
of using the methodology in [24] to deal with 1-D gratings
was reported in [29]. Now the ideas just sketched in [29]
will be explained in detail, and a number of extensions and
improvements will be introduced. More specifically, the equiv-
alent-circuit model of simple diffraction grating is improved,
a new equivalent circuit is introduced for compound gratings,
and losses will also be incorporated in the circuit model. One of
the relevant features of the proposed approach is that the circuit
model is very useful for design purposes and, of course, gives
a different perspective on the physical phenomenon. Moreover,
it provides a unified framework for extraordinary transmission
both in 1-D and 2-D periodic structures.
Fig. 1. (a) Lateral view of a perfect conducting screen with periodic array
of slits. Dimensions: period     screen thickness    slit width   .
(b) Longitudinal and transversal views of the unit cell for normal incidence.
The width,  , of the unit cell is arbitrary. (c) Equivalent circuit of the
discontinuity problem. e.w. denotes electric wall, m.w. denotes magnetic wall.
II. TRANSMISSION THROUGH SIMPLE GRATINGS
The simplest situation will be considered first: an infinite pe-
riodic array of narrow and infinitely long slits made on a per-
fect metal screen of finite thickness . The lateral view of this
structure is shown in Fig. 1(a). The slits may be filled with a di-
electric of permittivity . A TEM plane wave with the
electric field polarized along the direction perpendicular to the
slits and parallel to the screen surface ( -direction) impinges
on the structure. Due to the periodic nature of the structure
along the -direction and the assumed excitation, it is apparent
that only the unit cell shown in Fig. 1(b) requires our atten-
tion (this figure shows the longitudinal and transversal views
of the unit cell). Thus, the original problem is reduced to the
computation of the scattering parameters of a TEM mode sup-
ported by a parallel-plate transmission line (the one having char-
acteristic admittance in Fig. 1(b), with
being the characteristic impedance of TEM waves in
free space) when a finite section of length of another par-
allel-plate transmission line is inserted [the line having char-
acteristic admittance in Fig. 1(b)]. Note
that the width of the parallel-plate transmission line can
be arbitrarily chosen since no variations of the fields along the
-direction are allowed. In this situation, only TEM and TM
(transverse magnetic) modes (with respect to the propagation
direction, ) can be excited at the discontinuities (here, and due
to the symmetry of the problem under study, only even TM
modes will be considered). As is well known [18], the influence
of below cutoff TM modes can be accounted for by an equiva-
lent capacitance, which leads to the equivalent circuit shown in
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Fig. 1(c). In this circuit, the capacitance can be considered
almost frequency independent as long as the working frequency
is far from the cutoff frequency of the TM modes supported by
the transmission line with characteristic admittance . It will
correspond to a frequency regime below the onset of the first
grating lobe; namely, below the onset frequency of the first TM
mode (the mode). This specific range will be denoted as
Fabry–Pérot regime and will be considered in Section II-A.
A. Fabry–Pérot Regime
The Fabry–Pérot regime corresponds to frequencies well
below the cutoff frequency of the first TM mode of the external
waveguide. Due to the symmetry of the equivalent circuit in
Fig. 1(c), the application of even/odd excitation analysis easily
leads to the following scattering parameters.
1) Even ( ) Excitation: In this case, the plane depicted
in Fig. 1 is a magnetic wall. Therefore, the reflection coefficient
for even excitation, , is given by
(1)
2) Odd (o) Excitation: In this case, the plane depicted
in Fig. 1 is an electric wall, and the reflection coefficient for odd
excitation, , is given by
(2)
In the above expressions, is the electrical length of the trans-
mission line section of physical length ( with being
the wavenumber of the dielectric inside the slits).
Now applying the superposition principle, the scattering pa-
rameters for the structure under study can be written as
(3)
(Papers published in optics and other physics journals usually
employ power-referred quantities such as reflectivity and trans-
missivity; the reflection coefficient is then and the trans-
mission coefficient is .) Obviously, total transmission is
obtained for those frequencies at which . This total
transmission has been called extraordinary transmission in the
literature on the subject.1
The condition for total transmission derived from the circuit
model in Fig. 1(c) is then given by the following equation:
(4)
The condition (4) corresponds to Fabry–Pérot resonances of the
transmission line section of length with characteristic admit-
tance and loaded at both ends with the capacitance .
1The term “extraordinary” seems to be commonly used because the slit width
  is much smaller than the corresponding wavelength. However, it must be rec-
ognized that, although the subwavelength size of the holes is important in the
case of 2-D periodic arrays of holes, the presence of subwavelength slits is not
an issue for transmission because TEM modes are allowed inside the slits at any
wavelength. Due to this reason, we will not follow this common practice and,
instead, “total transmission” will be used for the transmission associated with
Fabry–Pérot resonances. “Extraordinary transmission” will be reserved for the
transmission peak located near the onset of the first grating lobe.
These resonances are observed if the screen is electrically thick
(approximately half wavelength or more). The effect of
is just to shift the resonance peaks to frequencies lower than
those expected if the edge effects were neglected ( ;
in such a case, transmission peaks would be obtained for values
of exactly equal to integer multiples of ). In the frequency
range considered in this section (far from the onset of the first
grating lobe), the typical values of means that condition (4)
can always be satisfied for values of not far, but always below
. Since is almost frequency independent
in this regime, its value can be closely estimated from a purely
electrostatic analysis ( can be obtained from the solution of
a 2-D Laplace problem in the -plane). Once is known,
a simple Newton–Raphson scheme could be used to obtain the
solutions of (4) (a graphical method would provide more phys-
ical insight about the nature of the expected solutions).
The capacitance can alternatively be viewed as the edge
capacitance of the parallel-plate capacitor formed by the two
conductors defining the slit region. Provided that (as
usually happens in the slit problems treated in the literature,
where ) and that is not too small, it is possible to
interpret the result in (4) saying that the transmission line of
characteristic admittance has an equivalent length given by
its actual physical length , plus an excess length associated
with the edge capacitances , where is the
speed of light in the dielectric inside the slits. The use of equiv-
alent lengths is a common practice in microwave engineering.
Following this rationale, the total transmission frequencies
would be given by
(5)
The above point of view is consistent with the results reported
in [34] for a single slit made on a thick aluminum screen.
in (5) perfectly accounts for the wavelength shift (with respect
the theoretical value of the Fabry–Pérot wavelength) studied in
[34].
B. Extraordinary Transmission Regime
In the case of periodic gratings (but not for single slits),
there is still another possibility to satisfy (4), which is not
related to Fabry–Pérot resonances. In the frame of our model,
this possibility comes from the fact that strongly de-
pends on frequency when the free-space wavelength is close
to the period of the periodic system (note that hardly
changes with frequency in the simple case of a single slit
treated in [33]–[35]). This strong frequency dependence can
readily be explained from conventional waveguide theory. The
frequency (with being the speed of light in
free space) will denote the cutoff frequency of the first TM
mode supported by the parallel-plate transmission line with
characteristic admittance (namely, the mode). This
frequency also corresponds to the onset of the first grating lobe
of the diffraction grating. As is well known [18], the input ad-
mittance associated with a TM mode below cutoff is imaginary
and becomes singular at its corresponding cutoff frequency.
This behavior can be incorporated in the equivalent circuit of
Fig. 1(c) by means of an equivalent capacitance with
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the following singular behavior reported in [24, eqs. (2) and
(3)]:
(6)
The (almost) frequency-independent capacitance accounts
for all the higher order TM modes, and the frequency-depen-
dent contribution is associated with the dominant TM mode of
the external waveguide. The coefficient mainly depends
on the ratio and can be estimated from a mode-matching
analysis using very few modes. Note that becomes in-
finite at , which means that our circuit model predicts
total reflection (with phase ) at that frequency. This transmis-
sion zero is the so-called Wood–Rayleigh anomaly, a phenom-
enon well known in the areas of diffraction gratings and/or fre-
quency-selective surfaces. It must be mentioned here that zero
transmission should not be expected for wide slits in the same
way that the edge capacitance in our circuit model would not
exactly account for the actual electromagnetic problem (more
sophisticated circuit models should then be used, following the
guidelines reported in [45] and [46]). Anyhow, for not too wide
slits, (almost) zero transmission Wood–Rayleigh anomalies will
occur at the onset of any TM mode (the first two zero transmis-
sion Wood anomalies can be clearly observed in the results re-
ported in [42] and [43]). It is worth mentioning that the onset
of a new TM mode in this model is equivalent to the onset
of a new grating lobe when the problem is viewed from the
diffraction theory perspective. Coming back to our extraordi-
nary transmission problem, but considering now that ,
it is found that for frequencies around no Fabry–Pérot
resonances are allowed (these would occur at much higher fre-
quencies). If , some useful approximations can be done
in (1) and (2) (apart from the obvious ). Denoting
and the per unit length (pul) ca-
pacitance and inductance of the transmission line of character-
istic admittance , respectively, and defining
and as the quasi-static capacitance and induc-
tance of the short section of transmission line of length as-
sociated with the slit region, respectively, can be written that
and . These
approximations simply account for a lumped-element modeling
of the transmission line section in Fig. 1(c) (very short in the
present case). Under these simplifications, condition (4) for total
transmission can be written as
(7)
It can be checked that (7) is always satisfied for a frequency
below as long as . As stated before, the reason is
that will monotonically increase up to infinity at that fre-
quency in such a way that all the possible values of are
swept before reaching . Thus, there is always a single fre-
quency value for which condition (7) is satisfied. Note that the
total transmission frequency is usually very close to and
that this frequency is not related to the thickness of the screen
[as in (5)], but to the period of the structure. For the above
reasons, the associated total transmission phenomenon is what
actually deserves to be called extraordinary transmission in the
1-D grating case [30]. It is worth mentioning here the resem-
blance of this reasoning with the theory reported in [31], where
a different language is used but the same physics is described.
As previously mentioned, similar results were obtained more
than 40 years ago using different methods [42], [43].
It is important to notice that our approach predicts a single
transmission peak (instead of the double peak appearing in
2-D structures with thick screens), which is fully consistent
with full-wave numerical simulations and experiments. On the
other hand, (7) predicts the absence of the transmission peak if
( cannot take negative values). This means that
zero thickness metallic gratings cannot exhibit extraordinary
transmission peaks, in contrast with 2-D arrays of holes in
zero thickness screens. This qualitative prediction is again in
perfect agreement with experience and full-wave numerical
data. The different behavior for zero-thickness screen between
1-D and 2-D gratings is explained by the absence of evanescent
TE (transverse electric) modes excited by the discontinuity
analyzed in this paper (a capacitive iris in the terminology of
microwave engineers). In the 2-D case, both TM and TE modes
are scattered by the diaphragm in such a way that a nonzero
inductance is always provided by the below-cutoff TE modes
of the external waveguide even if the thickness of the screen
is zero (i.e., even if there is no inductance associated with the
inner hole).
C. Numerical Results
In this section, the quantitative predictions of our model
will be compared with numerical data obtained via a full-wave
mode-matching scheme. The value of the capacitance in
the model is obtained using a Laplace’s solver and its frequency
dependence near the onset of the first TM mode is estimated
from a few low-frequency values of the scattering parameters
(as was done in [24]). These values are obtained using the
mode-matching method reported in [32]. Alternatively, the
relative weight of the mode in the evanescent spectrum
of the fields scattered by the slit [i.e., the value of in (6)]
can be estimated from a low-order mode matching.
Fig. 2 plots the transmittance through simple arrays of parallel
slits for two sets of geometrical parameters. The results obtained
with the rigorous numerical method employed in [32] and
with the proposed circuit model agree very well in the whole
band. This figure shows two relatively wide transmission peaks
associated with inner Fabry–Pérot resonances. These peaks
are accurately computed without considering the frequency
dependence of , but another narrow peak can be observed
very close to the Wood’s anomaly . The almost perfect
agreement between the numerical and circuit model results
has been verified for many sets of geometrical parameters.
It can then be concluded that our simple proposed model
catches all the essential features of the phenomenon, which
clearly proves the validity of our approach for 1-D gratings
(as it was already proved for 2-D perforated screens [24]).
Moreover, this good matching is carried out without resorting
to either surface plasmons or the plasmonic behavior of metals
at optical frequencies.
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Fig. 2. Comparison of the transmittance obtained with full-wave simulation
following the method in [32] (solid lines) and the circuit model in this
work (dots). Dimensions are       mm and    mm with    mm
or     mm (see Fig. 1 for notation). Using    m (arbitrarily
chosen), the values of the electrical parameters used in circuit simulation
are: (top)         	      
 pF and
(bottom)          
      
  pF. The values
of  are valid, except near 	 , where the frequency-dependent
behavior in (6) must be considered.
III. TRANSMISSION THROUGH COMPOUND GRATINGS
In addition to the study of simple gratings, increasing atten-
tion has recently been paid to the analysis of more complex ge-
ometries, the so-called compound gratings. These structures are
1-D periodic gratings having more than one slit per unit cell.
The compound gratings exhibit interesting transmission prop-
erties that have been studied in depth, first via full-wave rig-
orous numerical methods [32], [36], [37] and later experimen-
tally [38]–[40]. A first effect reported in [32] was that the addi-
tion of slits to the period leads to a widening of the transmission
maxima (when compared to the single slit case), but a second
more interesting phenomenon that is also found is the appear-
ance of sharp dips in the transmission response associated with
certain phase resonances. This kind of transmission dips were
reported in [44] 30 years ago in a similar system and some of
the authors of this paper have reported on a microstrip circuit
exhibiting similar transmission spectra [47]. From the results in
[32], it is clear that the number of dips is related to the number of
slits per period. For normal incidence, at least three slits per pe-
riod are required to observe transmission dips. For three or four
slits per period, a single dip is obtained for every Fabry–Pérot
transmission band. Two dips are possible when five or six slits
per period are present. The number of dips per transmission
band increases, following this rule, as the number of slits per
period increases.
Fig. 3. (a) Unit cell of a perfect metal screen with groups of three symmetrically
located slits per period (example of compound grating). (b) Equivalent circuit
model for this structure and normal incidence.
It is worth investigating if our capacitively loaded trans-
mission line model also accounts for the above peculiar
phenomenology. For this purpose, the example case shown in
Fig. 3(a) will be considered. In this case, the compound trans-
mission grating has a unit cell containing three closely spaced
slits. The slits can be empty (as in [32], [36] and [38]–[40]),
but they can also be filled with some isotropic linear dielectric
materials to increase control on the phenomenon (the case
treated in [37]). Nevertheless, the geometry and distribution of
the dielectrics must be chosen so that the plane in Fig. 3(a)
is a symmetry plane. For normal incidence, assuming that the
impinging electric field is polarized along the direction normal
to the slits, this plane is a virtual electric wall. This problem was
considered previously by the authors in [29] assuming empty
slits. However, the model in [29] needs some improvements to
account accurately for the details of the observed transmission
spectra.
Following the same rationale as in Section II, the equivalent
circuit proposed for the structure is shown in Fig. 3(b). The two
potentially resonant transmission line sections loaded with a ca-
pacitive network (involving the capacitances and )
have characteristic admittances given by
and , while the characteristic admittance
of the input and output lines is . It should be
noted that this model is different from that proposed in [29] due
to the addition of the mutual coupling capacitance and the
presence of a dielectric filling the slits. The consequences of
including the coupling capacitance will be discussed later. The
equivalent circuit includes two transmission lines (and not three)
to model the three slits system because of the electric wall in-
duced by the symmetry with respect to the plane. It is worth
mentioning that, for normal incidence, the same equivalent cir-
cuit would be valid for the case of four slits per period since
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Fig. 4. 2-D electrostatic problem used to determine the capacitances of the
model in Fig. 3.
the symmetry plane makes it possible to consider only two dif-
ferent slits per unit cell for both cases. From a qualitative point
of view, this means that the same effects should arise in systems
with three slits ( following the notation in [32]) and with
four slits . Thus, the same number of dips should be
obtained for the cases and . Similarly, the case
(two identical slits per period) should not offer special
novelties with respect to the simple grating studied in Section II;
namely, no transmission dips are expected for the case .
The extension of the circuit model in Fig. 3(b) to higher values
of is rather obvious: transmission lines should be used for
or , and these lines should be loaded with
a capacitive network similar to the one depicted in Fig. 3(b), but
considering edge capacitances (one for each of the involved
transmission lines) plus mutual capacitances accounting for
all the possible capacitive coupling. However, for the sake of
simplicity, we will concentrate on the case (or )
since the essential points of the model are clearly stated using
this case.
The physical meaning of the capacitances shown in Fig. 3(b)
is somewhat evident: two edge capacitances, and , to
account for the stray electric fields near and (mostly) out-
side the slits plus a nonnegligible coupling capacitance
to account for the close proximity between the slits. If the
working frequency is close to the onset frequency of the first
TM mode in the input and output waveguides, the edge ca-
pacitances would behave as in (6), having a singular behavior
at the Rayleigh–Wood anomaly frequency. However, when
Fabry–Pérot resonances are the relevant phenomenon, these
capacitances will be almost frequency independent for frequen-
cies below and far from the above onset frequency (although
an extraordinary transmission peak near the onset of the first
TM mode is also expected for the compound grating structure).
The values of the capacitances in our model can be extracted
from the solution of the 2-D electrostatic problem posed in
Fig. 4. The region where Laplace’s equation has to be solved is
bounded by two magnetic walls, ground conductor, and surface
of conductors 1 and 2. In fact, thanks to the symmetry of the
structure with respect to the magnetic-wall plane in Fig. 4,
only the right half of that structure has to be considered. The
three capacitances will then be obtained solving the electro-
static problem posed in Fig. 4 under two independent voltage
excitations. In particular, one of the excitations imposes 1 V
for conductor 1, while conductor 2 is grounded and the other
excitation imposes 1 V for both conductors. From the total
charge stored on each conductor in those two cases and from
the values of the three ideal parallel-plate capacitors (namely,
without edge capacitance) that can be identified in Fig. 4 (region
between conductor 1 and 2, region between conductor 2 and
ground, and region between conductor 1 and ground outside
the slits), it is a simple exercise to extract the values of
and . It should be noticed that might be negative.
Once the values of the capacitances are known, the scattering
parameters of our equivalent circuit are trivially computed. It
could be considered that the two transmission line sections
loaded with shunt capacitances are series connected in such
a way that the impedance matrix is just the summation of the
impedance matrices of each section plus the loading shunt
connection of a resistance (the characteristic impedance of the
output transmission line ) and the coupling capacitance
. However, in order to exploit symmetries, it is convenient
to again use even/odd excitations. The symmetry of such exci-
tations together with the symmetry of the structure leads to the
appearance of electric (odd excitation) or magnetic (even exci-
tation) walls at the vertical symmetry plane in Fig. 3(b).
1) Odd Excitation Case: For this excitation, the plane
is an electric wall. Thus, short-circuited transmission line sec-
tions of length are shunt connected to the capacitances
and . The resulting impedances are series connected and the
whole is shunt connected to the coupling capacitance . The
odd excitation admittance loading the input transmission
line (characteristic admittance ) is then given by
(8)
2) Even Excitation Case: In this case, the middle vertical
symmetry plane is a magnetic wall. Thus, open-circuited
transmission line sections are shunt connected to the capaci-
tances and . The admittance loading the input transmis-
sion line is now
(9)
From transmission line theory, even/odd reflection coeffi-
cients can be defined as
(10)
which can be introduced in (3) to obtain the desired scattering
parameters (reflection) and (transmission).
The expressions (3) and (8)–(10) can now be used to repro-
duce the numerical and/or experimental results reported in pre-
vious publications. However, it should be highlighted that the
novelty of the present approach does not lie in the development
of a different numerical method to generate those results. In-
stead, our goal is the introduction of a new methodology ca-
pable of raising qualitative and semiquantitative predictions that
are not obvious at all from the numerical approaches. In this
new frame, it is then possible to know a priori how each geo-
metrical parameter affects the transmission/reflection response
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of the grating. In order to illustrate the above fact, the trans-
mission spectra reported in previous papers on the subject will
be analyzed at the light of our equivalent-circuit model. It is
obvious from (3) that total transmission can be attained pro-
vided since this condition implies , and
from power conservation, . Conversely, all the im-
pinging power is reflected, thus giving place to transmission
dips if . From (10), these conditions can be turned
into the following requirements for the normalized values of the
even/odd loading admittances .
1) Total transmission condition
(11)
2) Total reflection (transmission dip) condition
(12)
A detailed examination of given in (8) and (9) reveals
that these functions are monotonic functions whose zeros
and poles alternate (Foster’s theorem), and this is essential to
making sure that conditions (11) and (12) can be satisfied for
an infinite number of discrete frequency points. Nothing more
specific can be said about the distribution of those frequency
points for arbitrary values of the relative permittivity of the
dielectrics inside the slits. However, some important qualitative
predictions can be made for empty slits. In particular, our
attention will focus on the three slits case studied in
[32]. The slits of this structure are empty in such a way that
. The transmission spectrum reported in [32] is
similar, in some aspects, to the spectrum corresponding to the
single slit case. It has total transmission peaks at those frequen-
cies for which Fabry–Pérot resonances are expected, but the
simple transmission peaks observed in the single slit case are
now substituted by two closely spaced total transmission peaks
separated by a transmission zero.
Next it will be shown how our model can anticipate this nu-
merically predicted result. The inspection of the total reflection
condition (12) tells us that this condition is unaffected by the
value of . However, it is strongly dependent on the values
of the ratios and . As a first approxima-
tion, we assume that the edge capacitances are proportional to
the line admittances in such a way that the above ratios are iden-
tical. This is equivalent to say that the excess lengths associated
with the two edge capacitances are identical. In this situation,
simple algebraic manipulations leads to the following condition
for total reflection:
(13)
It is important to note that this condition would also be ob-
tained for any number of transmission lines in the model of
Fig. 3(b) provided that the excess lengths for all the transmission
lines are identical. Obviously, (13) has no real solutions, which
means that no transmission dips would appear for any number
of slits per period. Since numerical simulations and experiments
do show transmission dips, there should be something wrong in
our first assumption. A deeper look at the problem indicates that
the previous approximation cannot be true as long as the envi-
ronment of each of the two slits in Fig. 3(a) is not identical. The
use of a 2-D electrostatic solver to determine the values of
and for the examples treated in [32] confirms that there
is a significant difference between these capacitances. The situ-
ation can be better understood if the total reflection condition is
written in the following explicit manner using (8), (9), and (12):
(14)
where empty slits have been considered . Note
that all the terms in (14) are real. In the frequency ranges where
the electrical lengths of the lines take values around
, we can use the concept of equivalent elec-
trical length of the transmission lines, denoted here as , for the
left-hand side (LHS) of (14). This equivalent electrical length
is obtained taking into account that, for the frequency range of
interest (around the zeros of the cotangent functions), it is pos-
sible to approximate the characteristic functions in the following
way:
provided . The equivalent length is then the sum
of the physical electrical length plus the excess
electrical length ). Writing the LHS
bracket in (14) now as
it can easily be seen that this expression has two relatively close
poles corresponding to those frequencies and for which
the equivalent electrical length of one of the two lines is exactly
(or an odd number of times ). Clearly, in the frequency range
between and , this LHS member ranges from to .
In contrast with that behavior, in this same frequency range, the
RHS member of (14) is a smooth function that takes relatively
small values (due to the fact that the tangent functions appearing
in this member will take large values in that frequency range).
The combination of the above two behaviors will ensure that
condition (14) is satisfied for a single frequency value between
and , and more precisely, very close to . A sim-
ilar situation occurs for electrical lengths around , but in this
case, it will be the right-hand side (RHS) member in (14) of the
function providing the two poles, whereas the LHS member will
behave smoothly. In brief, since the equivalent electrical lengths
of the two transmission lines are different, one transmission zero
is ensured in the frequency region corresponding to each of the
Fabry–Pérot orders. This argument can be extended to trans-
mission lines in the model in Fig. 3(b) in such a way that, if all
the electrical lengths are different, total reflection points
should appear.
To study the total transmission condition (11), for simplicity
it will first be assumed that (as was implicitly done
in [29]). In this case, the LHS member of (11) has the poles in
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the region where the RHS member takes small values in such
a way that two solutions to (11) should be found near the fre-
quencies and . Thus, the model without predicts two
total transmission peaks located around the transmission zero
at approximately the same frequency distance below and above
(see [29] for an example). However, numerical simulations and
experiments yield total reflection frequency located somewhere
between and , but relatively far from [32],
[37]–[40]. The off-centered position of the transmission zero
with respect to the theoretical Fabry–Pérot transmission band
comes in our approach from the presence of . The displace-
ment of the transmission peaks when is considered (re-
member that does not affect the position of the total re-
flection points) can be toward higher or lower frequencies de-
pending on the sign of this parameter. It can then be concluded
that, although the existence of the transmission zeros can be ex-
plained on the basis of the differences of equivalent electrical
lengths of the transmission lines involved in the model, the exact
position of the transmission zeros with respect to the transmis-
sion maxima is related to the particular value of the mutual cou-
pling capacitance.
IV. VALIDATION RESULTS FOR LOSSLESS
AND LOSSY COMPOUND GRATINGS
In this section, the equivalent-circuit model previously pro-
posed for compound gratings will be validated by comparing
the transmission spectra provided by this circuit model versus
the spectra obtained via mode-matching full-wave computa-
tions (for lossless structures), as well as measured transmission
spectra. In this latter case, losses must be included in our model
for an accurate comparison of both critical frequencies and
transmission losses. Assuming that losses can be accounted
for by the strong skin-effect approach (which is actually the
case for the example used in this section), the introduction of
losses in our model is relatively simple. First, the transmission
lines involved in the model having characteristic admittances
and must be considered lossy, which implies that now
and are complex quantities to account for the addition of a
resistance pul in the transmission line model. Since the involved
transmission lines are simple parallel-plate waveguides, the pul
resistance in each line is given by
(15)
with being the conductivity of the metal. For the dimensions
considered in our examples, the effect of the internal inductance
can be neglected. Obviously the propagation constants of the
parallel-plate transmission lines that model the slits also become
complex, as well as the electrical lengths of these transmission
lines. The inclusion of (15) accounts for losses inside the slits,
but additional losses will come from the current flowing on the
vertical surfaces of the grating [see Fig. 3(a)]. Since the surface
current density on this surface is uniform, its skin effect resis-
tance is readily found to be
(16)
Fig. 5. Transmission spectra for two lossless compound gratings. Dimensions
are the same as in [32, Fig. 2]:       mm,      mm,    mm,
   mm. Solid lines: circuit model predictions; dashed lines: numerical
data. The circuit parameters used to generate these curves are: (top)  
            			     
 pF,  
  pF, and   
 pF and (bottom)          
       pF,   	 pF, and     
 pF.
This resistance is series connected with the input and output
transmission lines (characteristic admittance ). After this el-
ement is included in the even and odd admittances in (8) and
(9), which represent only a few additional lines in our computer
code, our approach is ready to deal with lossy conductors under
the skin-effect regime (this approximation should be adequately
adapted to account for optical frequencies since, in that regime,
metals are described by frequency-dependent complex permit-
tivities rather than by real conductivities).
A first numerical validation will be carried out for a lossless
perfect-conductor compound grating having and
with the dimensions used in [32]. Since in that paper the con-
ductors were considered metals characterized by a complex re-
fractive index, the numerical mode-matching code has been run
again to obtain the transmission spectrum in the perfect con-
ductor limit. For the structures under study, the capacitances to
be employed in the equivalent-circuit model have been obtained
using a 2-D electrostatic solver. The computed data from the nu-
merical method are plotted in Fig. 5 along with those provided
by the equivalent-circuit model. A good agreement is found for
the Fabry–Pérot regime, including fine details about the rela-
tive position of the dips in the transmission bands. Note that
the transmission dips are off centered. Displacement to lower
wavelengths ( , first Fabry–Pérot resonance) are due to
a positive value of , whereas displacement to higher wave-
lengths is related to a negative value of . The narrow
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Fig. 6. Transmission spectrum for the structure considered in [38, Fig. 2] ob-
tained using the circuit model in this paper. Perfect agreement with the numer-
ical simulations and measured data in [38] has been found.
transmission peak very close to is not captured by our
circuit model simulation because we did not include the singular
behavior of the capacitances in this simulation (this is the extra-
ordinary transmission peak), although it can easily be carried out
as already shown in Section II-B for the single slit case. For this
same reason, the agreement between circuit theory model and
full-wave mode matching results deteriorates near . If
the Fabry–Pérot band corresponding to were not so close
to the onset frequency of the first grating lobe (cutoff frequency
of the first TM higher order mode), which would occur if were
not so close to as in the example, the agreement would have
been much better for this Fabry–Pérot order. More simulations
for the lossless case have been carried out to check our model
with very good results in all the cases.
In Fig. 6, the experimental data reported in [38, Fig. 2] have
been reproduced with our equivalent-circuit model. The lossy
nature of the real conductors was introduced in our model via
the conductivity value of aluminum in (15) and (16). The com-
parison of our data with the experimental results reported in [38]
gives an excellent agreement even for the absorption level. The
agreement is even better than in the previous example because
now the thickness of the screen ( in this paper, but in [38]) is
not so close to the period of the structure (in this case, ).
This comparison also supports the validity of our model for the
case of actual lossy metals, at least at microwave frequencies,
when the skin regime is dominant.
As a final example, it will be considered the compound grat-
ings with dielectric-filled slits previously studied in [37]. The
results reported in [37, Fig. 2] have been reproduced with our
equivalent-circuit model in Fig. 7. In particular, the results in
this plot correspond to the case having the central slit (out of the
three identical slits per unit cell) filled with a dielectric with dif-
ferent relative permittivity. It can be verified that the agreement
with the data in [37, Fig. 2] is excellent. The use of dielectric
inside the slits was proposed in [37] as a method to manipulate
Fig. 7. Transmission spectrum for the structures considered in [37, Fig. 2]
having a dielectric in the central slit. The electrical parameters are the same
used in Fig. 5     , except the characteristic admittance  , which is
 

times  in vacuum. Very good agreement with the numerical simulations in
[37] is obtained.
the transmission pattern of the grating. Our equivalent-circuit
approach provides a good tool to tailor (of course with limita-
tions) the transmission spectrum since it can predict how each
parameter will affect the distribution of maxima and minima.
V. CONCLUSION
The transmission of electromagnetic waves through simple
and compound 1-D diffraction gratings has been analyzed
at the light of conventional transmission line theory. The
concepts reported in this paper provide a relatively simple
explanation of an apparently complex physical phenomenon.
The simplicity of the proposed theorywould qualify the approach
as a sound pedagogical contribution to the understanding of
the phenomenon, but the most important benefit of the reported
theory from an engineering point of view is that it provides
a methodology to analyze structures and/or to conceive new
devices based on the studied physical phenomenon. The design
tasks can be considerably simplified since the effect of each of
the elements of the equivalent-circuit model on the transmission
response is qualitatively known a priori. From a scientific
point of view, the model gives an alternative explanation based
on conventional impedance matching concepts rather than on
surface plasmon Bloch-like waves. Moreover, the treatment
in this paper together with the model reported in [24] set
up a unified treatment of the transmission through 2-D and
1-D arrays of holes or slits.
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